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This permit authorizes Sangre De Cristo Gravel Products, LLC to operate a 250 ton per hour (TPH)
portable rock crushing facility which crushes, screens, and stockpiles aggregate material of varying
sizes for use in asphalt and concrete mixes, or for use as a gravel product. This facility is authorized
to be initially located approximately 0.5 miles west of Cleveland, New Mexico in Township 20
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North, Range 15 East, Section 5 of Mora County. The plant shall relocate only with prior approval
from the Department to the specific location described in the relocation application (see Condition
6, Plant Relocation Notice and Condition 7, Restriction on Relocation).

The Department has reviewed the permit application for the proposed construction. Based on the
control measures described in the application and the conditions of this permit, the Department has
determined that the provisions of the Act and ambient air quality standards will be met. Conditions
have been imposed in this permit to assure continued compliance. Subsection D of 20.2.72.210
NMAC states that any term or condition imposed by the Department on a permit or permit revision is
enforceable to the same extent as a regulation of the Environmental Improvement Board.

Pursuant to 20.2.75.11 NMAC, the Department will assess an annua
regulation set the fee amount at $1,500 through 2004 and requires it to be adjusted annually for the
Consumer Price Index on January 1. The current fee amount is available ontacting the
Department or can be found on the Department’s website. The AQB will invoice rnuttee for
the annual fee amount at the beginning of each calendar year. This fee does not apply to sources
which are assessed an annual fee in accordance with 20.2.71 NMAC.. For sources that satisfy the
definition of “small business” in Subsection F 0f20.2.75.7 NMAC, this annual fee will be divided by

All fees shall be remitted in the form of a corporate check, certified check, or money order made
payable to the “NM Environment Department, AQB” and shall be accompanied by the enclosed
remittance slip. Fees shall be subm1tte to: NM Env1ronment Department, AQB at the address
shown on the invoice. -

AL EMISSIONS |

The total potential[‘érﬁi‘ééidns,"ﬁomf,thjs fa excluding exempted activities, are shown in the
following table.f 'Emission limitatidns for individual units are shown in Specific Condition 2.

Total Potenﬂal Criteria Pollutant Emlssmns from Entire Facility (for information only, not an
enforceable condltmn) ‘

Pollutant Y E Emissions (tons per year)
Nitrogen Oxides,(NOx) I 4 36.4

Carbon Monoxide (CO) 7.8

Volatile Organic Compounds (VOC) 0.6

Sulfur Dioxide (SO,) 2.4

Total Suspended Particulate Matter (T'SP) 48.7

Particulate Matter less than 10 microns (PM10) | 19.4
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Total Potential HAPS that exceed one ton per year (for information only, not an enforceable
condition):
Pollutant Emissions (tons per year)

None

Pursuant to 20.2.72 NMAC, and the specific regulatory citations in parenthesis, the facility is subject
to the following conditions.

SPECIFIC CONDITIONS

1. Construction/Modification/Revision and Operation
(20.2.72.210 NMAC; NSPS 40 CFR § 60, Subparts A

a) This permit authorizes the construction and op rati

1 of the fdlléWing equipment:

Table 1.1, Equipment List'
Unit Date of

b Process | NSPS
No. Unit Type Manufacturer Model Mfg. Serial Number .| Capacity | 000
| PrimaryJaw o oog Rapids 236 | 1999 | 47627 | 250ton/hr | Yes
Crusher 4 o
2 Cone crusher TBD TBD TBD ~__TBD 250 ton/hr | Yes
3 3 Deck Cedar Rapids c | 2000 | 49665049684 | 220 tomAr | Yes

Screening Plant
Generator Set .
4 Engine Caterpillar

Channel Frame

9DR02844 400 KW/ | No
1L.S00794 536 hp
250 ton/hr | Yes

SRAB 3406

6 Custom Built | Custom Built | TBD NA
Conveyor’ . L
7 Channel Frame Ciits m Bullt TBD NA 250 ton/hr | Yes
Conveyor . 1
3 Cohi?eyor TBD ' | TBD' TBD TRD 250 ton/hr | Yes
9 TBD TBD TBD TBD 250 tonhr | Yes
10 Onveyo TBD | TBD TBD TBD 250 ton/hr | Yes
11 Conveyor TBD TBD TBD TBD 250 ton/hr | Yes
12 COIIVCYOI‘ : {‘;f’ = TBD TBD TBD TBD 250 ton/hr | Yes
13 Conveyor | D TBD TBD TBD 250 tonhr | Yes

! Allto be determined (TBD) values shall be reported to the Department within fifteen (15) days after the startup date of
each piece of equipment.

b) All equipment shall be maintained as per manufacturer specifications to ensure the
emissions remain at or below the permitted levels.

c) This facility shall be constructed and operated in accordance with all representations
in the permit application dated October 3, 2006 and received October 3, 2006 and in
accordance with the legal authority specified above and the conditions of this permit.
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d)

g)

D

Crushers, screens, and conveyors, constructed, reconstructed, or modified after
August 31, 1983, with a cumulative rated capacity of all initial crushers (those that
can be fed without prior crushing) greater than 150 tons per hour of material for a
portable source, and 25 ton per hour for a fixed source, are subject to federal New
Source Performance Standards (NSPS), found in 40 CFR § 60, Subpart A - General
Provisions, and Subpart OOO - Standards of Performance for Nonmetallic Mineral
Processing Plants, and shall comply with both the notification requirements in
Subpart A and the specific requirements in Subpart OOO.

NOTE: Particulate emission controls and opacity limits for both NSPS
affected and non-NSPS affected equipment and ¢ emission sources are
specified in Specific Condition 2, Emiss Limits. Equipment
subject to NSPS, Subpart OOO will be referre' 0 in this document
as "NSPS affected equipment". ,

Compression Ignited Internal Combustion engines subject to federal New Source
Performance Standards (NSPS) found in 40 CFR § 60, Subpart A - General
Provisions, and Subpart IIII-Standards of Performance for Statlonary Compression
Ignition Internal Combustion Engines yshall comply with both the notification
requirements in Subpart A and w1th the sp; requlrements of Subpart IIII.

No National Emissions Standard f Hazardous :'llutants (NESHAP) applies to
this facility. Prior to any asbestos demohtlon or renovation work, the permittee shall
determine whether 40 CFR § 61, Subp , National Emissions Standards for
Asbestos applies.

e u;pment is authorized provided the replacement equipment is

functionally equlvalent and has the same or lower process capacity as the piece of
~ equipment it is repl

ing in the most recent permit. The replacement equipment shall
 requirements in Specific Condition 2. The Department shall
ithin fifteen (15) days of equipment substitutions.

comply with the opar;
be notified in writing

rocess rate shall not exceed 250 tons per hour.

yor‘_b'e'tween the primary crusher and the screen plant shall be equipped
withac yor weigh belt or similar device and a data-logger to track and record the

process ra

This facility is restricted to operate no more than 8 hours per day, 6 days per week
and 2500 hours per year. The plant may only operate during daylight. For the
purposes of this permit, “daylight” is defined as the time period between sunrise and
sunset, as defined by the Astronomical Applications Department of the U.S. Naval
Observatory. (Data for one day or a table of sunrise/sunset for an entire year and a
given location can be obtained at http://aa.usno.navy.mil/. Alternatively, the sunrise
and sunset times can be obtained from The Old Farmers Almanac or from
http://www.almanac.com/rise/).
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k)

D

P

t)

~ nearest public road. Haul road

~ the property bound: 1
control shall result in no visible emissions as determined by Reference Method 22 in
40 CFR § 60 Append1x A.

The number of haul road round trips shall not exceed 80 round trips per day. Signs
shall be posted limiting speed to 15 miles per hour.

At the initial location, the facility shall maintain at least a 100 meter (328 feet)
boundary from the perimeter of the area of operations with restricted or controlled
access to the public within that boundary. The area of operations is the area within
the restricted area which contains all emissions units and activities which may
produce air contaminants, all disturbed lands and all haul roads except the haul road
between the restricted area and the property boundary. Disturbed lands include all
active mining areas, stockpiles, and overburden removal areas used for operation of
the facility. : »

Existing berms or other physical barriers shall be malnta‘

_1‘Qund the pit area to
minimize the impact of operations on the occupi adi:

Upon relocation, the facility shall maintain at 1 ,,
from the perimeter of the area of operations with restnc
public within that boundary.

d or controlled access to the

Changes in plans, specifications, and other representatlons proposed in the
application documents shall not be made 1f they will increase emissions or cause a
change in the method of control of emissions or m the character of emissions. Any
such proposed changes shall be submltted as a revision or modification to this
permit. No revision or mc fication shall begm prior to 1ssuance of a permit.

Truck traffic areas and
and treated by apphcatl
emission control requlred) Thi

oads going in and out of the plant site shall be watered
‘base course to control particulate emissions (80%
control measure shall be used on roads as far as the
b tween the perimeter of the area of operation and
"'shall be controlled by the same methods. Haul road dust

VVV{The fuel cornbusted in the generators shall be No. 2 Diesel Fuel containing less than

0.05% sulfur by weight.

This facilify shall not remain at any one site more than one year from the date of
initial startup at that site if the prevention of significant deterioration minor source
baseline date for that air quality control region (AQCR) has been established for NO2
or PM10.

Modeling will be required prior to co-location with any other facility.

When operations cease at the site of a permitted facility, prior to leaving the site,
owners or operators should employ reasonable measures to reduce or avoid wind-
blown particulate matter.
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u) This facility is allowed to be relocated.

Compliance with Condition 1 will be based on Department inspections of the facility, compliance
with the NSPS 40 CFR § 60 Subpart A - General Provisions, Department reviews of production
records, submission of appropriate permit applications for modification and/or revision, and timely
notification to the Department regarding equipment substitutions and relocations.

2. Emission Limits
(Subsection A 0f20.2.72.210 NMAC; Subparagraph (b) of Paragraph (1) of Subsection B of
20.2.72.210 NMAC; 20.2.77 NMAC; and NSPS 40 CFR § 60, Subparts A and OOO)

Particulate Emissions:

a)

within 30 days of the compliance test and operated asonan “as needed” basis to meet
the opacity limitations contained in this permit. Comphance with this condition shall
be determined by opacity test observatlons conducted in accordance with the
procedures in 40 CFR PartV60 11 and Reference Method 9 in 40 CFR Part 60

Appendix A.

NSPS affected ﬁansfer points, belt conveyors, screens or
1ed by Subpart OOO, shall not exhibit greater than
ions from NSPS affected crushers shall not exhibit

b) Particulate emission:
other affected facilities, as de
10% opacity. Partlculate emi

~ greater than 15% opac1ty

;‘ ‘Partlculate emlsmoni_!_from non-NSPS affected transfer points, belt conveyors,
o 'yscreens feed bins, and from stockpiles shall not exhibit greater than 10% opacity.
* Particulate emissions ‘from non-NSPS crushers shall not exhibit greater than 15%

opacrcyf.

d) As requ1redi by 40 CFR § 60, Subpart OOO, particulate emissions from any stack
shall not‘_éOntain a concentration of particulate matter in excess of 0.05 g/dscm
(grams/dry standard cubic meter) (0.022) gr/dscf) and shall not exhibit greater than
seven (7)% opacity. The 7% opacity requirement does not apply to emissions that are
controlled by a wet scrubbing control device; however, additional recordkeeping and
reporting is required. Compliance with this condition shall be determined by
particulate concentration and opacity test observations conducted in accordance with
the procedures in 40 CFR § 60.675 and Reference Methods 5 for stack particulates
and Method 9 for opacity in 40 CFR § 60, Appendix A.
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e)

g)

No visible emissions from the permitted facility shall be observed crossing the
perimeter of the Restricted Area for more than a total of five (5) minutes in any two
(2) consecutive hours during facility operation. Compliance with this condition shall
be determined by fugitive emission test conducted in accordance with 40 CFR §
60.11 and Reference Method 22 in 40 CFR § 60, Appendix A. During atmospheric
conditions under which emissions cannot be controlled to meet the "no visible
emission" requirement, the facility shall either:

1)  cease operations, or

2)  execute applicable measures to mitigate emi: srons and notify the Department
within twenty-four (24) hours by telephone or fax. The owner or operator shall
submit written notification to the Department within 10) days after the
start of the next business day. All such notrﬁcatlons an ions shall be in
accordance with the procedures in 20.2. 7 NMAC Excess Emissions During
Malfunction, Startup, Shutdown, or Scheduled Maintenance. f the visible
emission requirement was exceeded due to weather conditions, the
owner/operator shall document the weather parameters at the time and the
measures taken to reduce or mmga” - the emissions.

Stockpiles shall be maintained w1th standar try practrces and procedures to
minimize fugitive emissions to the atmospher

necessary to minimize dust em1ssmns f

Sites of overburden removal and actlve :areas shall be watered, vegetated or
treated with a surface stablhzmg agent dependent upon ex1st1ng wind speeds and soil

Combustion | mi

NOx! CcO VOCs SO2

h’ tpy pph | tpy | pph | tpy | pph | tpy | pph | tpy

26 | 12 2.6 16.6 36.3 3.6 7.8 0.3 0.6 1.1 24

"Nitrogen dioxide emissior;s"’include all oxides of nitrogen expressed as NO,

D
i)

All combustion source emissions shall be vented vertically.

Emissions from stationary internal combustion engines shall not exhibit greater than
20% opacity. Compliance with this condition shall be determined by opacity test
observations conducted in accordance with 20.2.61 NMAC and Reference Method 9
in 40 CFR § 60 Appendix A.
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Compliance with Condition 2 will be based on Department inspections of the facility and upon
compliance with the emission limits and opacity readings conducted in accordance with the test
methods specified in Condition 8 - Compliance Tests.

3. Monitoring
(Subsection C of 20.2.72.210 NMAC)

a) The permittee shall continuously monitor all water sprays and other control devices
in operation and shall certify that they are operating properly at the time of inspection
and at least on a daily basis.

b) é
Compliance with Condition 3 will be based on Department inspection of momtonng records and logs
specified in Condition 4 - Recordkeeping. '

4. Recordkeeping p
(Paragraph (4) of Subsection B 0£20.2.72.210 NMAC; Subsection E 0£20.2.72.210 NMAC;
NSPS 40 CFR § 60, Subparts A and OO0) , ;

a) The permittee shall keep daily records of

the date, start time, and end tlme of any productlon "

the hourly production rate.

the daily production rﬁate.V

the total number’ haul road trips for each hour.

; the method used to deter ;ﬁ the hourly and daily production rates.

1.
2.
3.
4.
5.

the records ,n' essary to- suppert the calculation of the hourly and daily

the frequency, qu tity, and location(s) of the water application(s), or equivalent
~ control measures ‘shall be maintained.

"'8';",;:7~lthe daily 1nspect10n of all water sprays and other control devices in operation
*‘ffand any mamtenance of the control devices.

b) Each calendar week the permittee shall calculate the total production hours in which
the famhty operates. The permittee shall calculate the weekly rolling 52-week total
production hours for the facility.

c) Each calendar month, the permittee shall record the opacity readings required under
Specific Condition 8 Compliance Tests.

d) The permittee shall keep records of the fuel sulfur content of all fuel purchased and
used for unit 4 to demonstrate that the fuel contains no more than 0.05% sulfur by
weight.
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€)

Copies of the manufacturer’s (or applicant’s proposed) maintenance requirements
and records demonstrating compliance with said requirements shall be maintained.

Records required by this permit shall be retained at the plant site for the most recent
two (2) year period and shall be made available to Department personnel upon
request.

Compliance with Condition 4 will be based on Department inspection of records and logs.

5. Reporting

(Subsection E 0£20.2.72.210 NMAC; 20.2.72.212 NMA

b)

NSPS 40 CFR § 60, Subpart A)

The permittee shall notify the Enforcement Sec ion, Ajr"‘Quality"Bufeau in wn'ting of:
1. any equipment substitutions within fifteen days of such subst1tut10ns

2. the date the plant leaves New Mexico or the Department S Junsdlctlon within
fifteen (15) days of leaving;

3. the plant's proposed relocation by filing a relocatio i ce no sooner than

fifteen (15) days from the date of the proposed relocation;

4. the anticipated date of initial startup of the source not less than thirty (30) days
prior to the date; L

5. the actual date of initial startup of the source within fifteen (15) days after the
startup date and tual date of subsequent initial startup of any equipment
w1th1n ﬁfteen (1 5) day:

ThlS notlﬁcatlon shall con
type manufacturer, model.

capacity.
any necessary update or correction no more than sixty (60) days after the

operator knows or should have known of the condition necessitating the update
*‘or correction of the permit.

‘equipment list that includes unit number, unit
anufacture date, serial number, and process

7. e excess emissions due to air pollution control equipment malfunctions (e.g.
damaged/torn bags or failure of spray water pumps) or violations of the visible
emission requirement in Condition 2e.

The permittee shall maintain a list of all equipment associated with this permit at all
times. All changes to the list shall be reported to the Department by notifying the
Department in accordance with the equipment substitution notification process stated
in Condition 1.

The reports and notifications shall contain the required information and shall be made
in accordance with 40 CFR § 60, Subpart A - General Provisions.




NSR Permit No. 3450 draft rev2 Page 10

Compliance with Condition 5 will be based on the timely submittal of the required reports.

6.

Plant Relocation Notice

(20.2.72.202.B NMAC)

a) The Department shall be notified in writing fifteen (15) days prior to any relocation
of the plant using the Department's Relocation Notice form, and shall be
accompanied by a detailed plot plan showing the leased/owned property, the area
disturbed by the operations, including the mining area and haul roads, all other
particulate-emitting facilities within one (1) mile of the facility's proposed
boundaries, and all occupied buildings within one- quart r (1/4) mile of the facility's
proposed boundaries. ;

b) At the time of notification, the operator shall also post notice of ]
site in such a manner that the public has access to informati
proposed relocation. The operation of a facility at a new location shall not
commence until the Department has officially approved the new location.

Compliance with Condition 6 will be based on. t1mel no‘uﬁcatlons and submission of all

information required in this permit condition.

7.

Restriction on Relocation .
(Subsection F 0£20.2.72.200 NMAC Sub ectlon B of 20 72202 NMAC; Paragraph (4) of

Subsection B of 20.2.72. 210)

a)

The plant is defined as the perlmeter of the area of operatlons inclusive of all

4. the plant is to be relocated in an area where any Prevention of Significant
Deterioration (PSD) increments, national ambient air quality standards
(NAAQS), or New Mexico ambient air quality standards (NMAAQS) have been
or will be exceeded,

5. the plant is to be relocated within 5 km of a Class I area.

b) Distances are measured from the perimeter around the area of operations to the
nearest property boundary. The Department will promptly notify the operator if
relocation is denied. The Department may require additional conditions at some
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relocation sites. When a plant leaves New Mexico, or the Department’s jurisdiction,
the Department shall be notified. When a plant intends to return to New Mexico, or
the Department’s jurisdiction, a relocation notice shall be filed with the Department.

Compliance with Condition 7 will be based on Department inspections of the facility and the receipt
of notification of relocation at least fifteen (15) days prior to relocation.

8. Compliance Tests
(Subsection C of 20.2.72.210 NMAC; 20.2.72.213; NSPSV 40 CFR § 60, Subparts A and

000)

a) Initial compliance tests for particulate matter shall be. conducted m accordance with
EPA test Method 9 and 22 (if applicable) and th
A of 40 CFR § 60, unless otherwise approved by the
shall determine the opacity at each crusher, screen,
point, including transfers to stockpiles -

partment. Comphance tests
yper, and conveyor transfer

b) The owner or operator shall perforrn 1n1t1a1 comphance tests for NOx, CO, and
Opacity on each combustion engine that has a site rating equal to or greater than 180

hp. The tests shall be conducted in accordance wﬂh EPA Reference Methods 1
through 4: Method 7E for NOx Method 9 for opac;lty [20.2.61 NMAC], Method 10

for CO, contained in 40 CFR § 60, Appendlx A, and with the requirements of
Subpart A, General P yvisions, 60.8(f). For NOx and CO, portable analyzer tests will

be considered equiVa ent if Department guidelines are followed; however, the
Department reserves the right to request Method testing in specific cases. Alternative

test method(s) 1 may ‘be used if ved by the Department. The results of the NOx
 tests shall be expressed as nitrogen dioxide (NO2) using a molecular weight of 46
1b/Ib mole in all calculations (each ppm of NO/NO?2 is equivalent to 1.194 x 10-7
-1b/SCF).

c) ‘During engine compliance tests the owner or operator shall monitor and record the
facility’s hourly production rate. This information shall be included with the test
report that is required to be furnished to the Department and shall be listed in tabular
form or as part of the summary page of the test report.

d) Additional compliance tests shall be conducted if it is deemed necessary by the
Department to demonstrate that the facility is in compliance with all the applicable
regulations or permit conditions. Compliance test requirements from previous
permits (if any) are still in effect, unless the tests have been satisfactorily completed.

e) If any equipment required by this subsection to undergo initial compliance test(s) is
added, changed out, or replaced at the permitted facility, the owner or operator shall
perform a compliance test on the new unit within sixty (60) days of notification,
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g)

h)

consistent with the requirements of this subsection, unless waived by the Department
in writing.

The initial compliance tests shall be conducted within sixty (60) days of initial startup
of the facility. Compliance test requirements from previous permits (if any) are still
in effect, unless the tests have been satisfactorily completed. Compliance tests may
be re-imposed if it is deemed necessary by the Department to determine whether the
source is in compliance with applicable regulations or permit conditions.

The owner or operator shall notify the Department at least thirty (30) days prior to the
initial compliance test date and allow a representative of the Department to be present
at the test. The permittee shall arrange a pretest meeting with the Department at least
thirty (30) days prior to the initial compliance test date and shall observe the
following pre-testing and testing procedures: : ,

The permittee shall provide for the Department's approval a written test protocol at
least one (1) week prior to the ant1c1pated pre-test mee ‘mg date. The protocol shall

analytical procedures or from facﬂlty operatlng condltlons“shall be presented for
Department approval. .

The test protocol and compliénce test report shall eohforrn to the standard format
specified by the Department The most current version of the format may be obtained

k)

)

shall be included with the initial compliance test report to the Department.
ities at other productlon levels shall be determined at the Department's request.

If testing is cc nducted at less than 90 % of the maximum rated capacity of the unit as
stated in t} e’perm1t or application (if not specified in the permit), then the facility
shall not operate at loads that exceed 110% of the tested load. Sufficient records
shall be kept to show the actual production rates. If the facility wishes to operate at a
rate greater than 110% of the tested rate and less than the permitted maximum
production rate the permittee shall re-conduct the initial compliance test.

The initial compliance test results shall be submitted to the Department within thirty
(30) days after the completion of testing; one to the Permits Section and the other to
the Enforcement Section. Operating parameters measured during the initial
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compliance tests shall be listed in tabular form or as part of the summary page of the
test report.

m) The permittee shall perform six (6) minute opacity readings for each crusher, screen
and stacker conveyor (material drop to storage pile) at least once per calendar month
to demonstrate compliance with the opacity limitations in this permit. The test shall
be done at the normal operational load of the facility. Compliance with this
condition shall be determined by opacity test observations conducted in accordance
with the procedures in 40 CFR Part 60.11 and Reference Method 9 in 40 CFR Part
60, Appendix A.

n) Additionally, if requested by the Department in wrltmg, th ' érmittee shall perform
six (6) minute opacity readings for each conveyors and stacke sonveyor at least once
per calendar month to demonstrate compliance with the opacity limitations in this
permit. The test shall be done at the normal operational load of the facility.
Compliance with this condition shall be determined by opacity test observations
conducted in accordance with the procedures in 40 CFR Part 60.11 and Reference
Method 9 in 40 CFR Part 60, Appendix A.

Compliance with Condition 8 will be based on the_'s’iﬁfis'faé ry completion of the compliance tests,

the timely submittal of the test results to the Depart ent, and or
in this permit. .

9.

ing the opacity limits specified

Revisions and Modifications :
(Paragraph (2) of Subsection Aof 20 2.72.200 NMAC; Subsection E 0f20.2.72.200 NMAC;
Paragraph (4) of Sub t1on B of 20 2 72 210 NMAC)

| hanges or changes in the method of operation may constitute a
d by 20.2.72 NMAC, Construction Permits. Unless the source
der 20.2.72.202 NMAC, no modification shall begin prior to

‘modification as def
or activity is exemp
issuance of a permi

Compliance with Conditi n 9 will be based on Department inspections and the submittal of
appropriate application for permit modifications or revisions.

10.

Right to Access Property and Review Records
(NMSA 1978, Section 74-2-13)

a) The Department shall have the right to enter the facility at all reasonable times to
verify the terms and conditions of this permit. The company, upon request from an
authorized representative of the Department, shall produce any records or
information necessary to establish that the terms and conditions of this permit are
being met.
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Compliance with Condition 10 will be based on Department inspections of the facility, prodﬁction
records and the maintenance of any other required information , and non-restricted entry to the
property as defined in this condition.

11. Posting of the Permit

a) A copy of this permit shall be posted and in view at the plant site at all times. The
permit shall be made available to Department personnel for inspection upon request.

Compliance with Condition 11 will be based on Department 1nspect10ns of the facﬂlty which show
that a copy of the permit has been posted. .

12. Notlﬁcauon to Subsequent Owners
(Paragraph (1) of Subsection P of 20.2.72.7 NMAC; Subse

C 0£20.2.72.212 NMAC)

a) The permit and conditions apply in the event of any ch control or ownership
of the facility. No permit modification is required in such cas however, in the event
of any such change in control or ownershlp, the permittee shall notify the succeeding
owner of the permit and the conditions. The permittee shall also notify the
Department within fifteen (15) days of the changf __njc'()ntrol or ownership.

b) Any new owner or operator shall notlfy the Department within thirty (30) days of
assuming ownershlp, f the new owner’s or operator’s name and address.

Compliance with Condmon 12 will be dete
its condltlons to any succeedmg owner an
Department '

d upon the permittee's notification of the permit and
ification of the change in ownership to the

13. ;;'Penmt Cancellatlons

a) theDepartment shall automatically cancel any permit for any source which ceases
operation for ﬁve (5) years or more, or permanently. Reactivation of any source after
the five (5) year period shall require a new permit.

b) the Department may cancel a permit if the construction or modification is not
commenced within two (2) years from the date of issuance or if, during the
construction or modification, work is suspended for a total of one (1) year.

14. General

a) Pursuant to Subsection A 0£20.2.72.210 NMAC, the contents of a permit application
specifically identified by the Department shall become the terms and conditions of
the permit or permit revision. Unless modified by conditions of this permit, the
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15. Additional Requirements

applicant shall construct or modify and operate the facility in accordance with all
representations of the application and supplemental submittals that the Department
relied upon to determine compliance with applicable regulations and ambient air
quality standards. If the Department relied on air quality modeling to issue this
permit, any change in the parameters used for this modeling shall be submitted to the
Department for review. Upon the Department’s request, the applicant shall submit
additional modeling for review by the Department. Results of that review may
require a permit modification.

a)

b)

16.

Applications for permit revisions and modi ications, andltems listed under
ADDITIONAL REQUIREMENTS shall be st ;o

Program Manager, Permits Section
New Mexico Environment Department
Air Quality Bureau

2048 Galisteo

Santa Fe, New Mexico 87505

Compliance test protocols, regularly scheduled reports a copy of the test results, and
excess emission reports, shall be submltted to:

Program Manager, Comphance and Enforcement Section
New Mex1co Env1ronment Department

illfully misrepresented a material fact in the application for the permit.
ation will be made in writing, and an administrative appeal may be taken to the

17. Appeal Procedures

a)

20.2.72.207 NMAC provides that any person who participated in a permitting action
before the Department and who is adversely affected by such permitting action, may
file a petition for hearing before the Environmental Improvement Board. The
petition shall be made in writing to the Environmental Improvement Board within
thirty (30) days from the date notice is given of the Department's action and shall
specify the portions of the permitting action to which the petitioner objects, certify
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that a copy of the petition has been mailed or hand-delivered and attach a copy of the
permitting action for which review is sought. Unless a timely request for hearing is
made, the decision of the Department shall be final. The petition shall be copied
simultaneously to the Department upon receipt of the appeal notice. If the petitioner
is not the applicant or permittee, the petitioner shall mail or hand-deliver a copy of
the petition to the applicant or permittee. The Department shall certify the
administrative record to the board. Petitions for a hearing shall be sent to:

Environmental Improvement Board
1190 St. Francis Drive, Runnels Bldg.
P.O. Box 26110

Santa Fe, New Mexico 87502

If you have any questions regarding this permit, please contact J ay S‘ummel in San 1 Fe at (505) 955-
8084.

cc: Brinda Ramanathan, Serafina Technical Consulting LLC

"th envelope':"

Enclosure: Industry/ Consultant Feedback Questlonnal
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PRODUCTION LOG FOR CRUSHED STONE PLANTS
RECORDKEEPING REQUIREMENTS EXAMPLE — WITH SAMPLE DATA

COMPANY NAME  ABC Crusher in Silver City

PERMITTED PRODUCTION RA;TE: 250 TPH

NSR PERMIT #:  12345-MA1
PRODUCTION WATER USAGE - COMMENT
List water used on haal 1. L}st any comment that would
Tons Of Material road and water to dust indicate why water. was not used,
Produced controls scheduled maintenance
TOTAL activities, or any problems with
DATE | START/STOP | TONS | TPH | ROAD | EQUIPMENT | control equipment
7-1-02 9AM-12pm 375 125 1500 1500 |2 LOADS WATER TRUCK AT
9:30AND 11:00
7-1-02 12:30-4:30 400 100 2000 1700 2 LOADS WATER TRUCK APPLIED
| AT2:00 AND 3:30
7-2-02 9-12:30 500 165 0 125 HEAVY RAIN ON EVENING OF
, 7-1, ROAD AND MATERIAL WAS
. VERY WET
7-2-02 1PM-5PM 600 150 0 1300 | ROAD AND MATERIAL VERY WET.
INCREASE H;0 RATE TO #l
CRUSHER
7-3-02 SAM-12PM 600 150 MATERIAL STILL WET BUT ROAD

DRYING OUT. 1.5 TRUCK LOADS

| AT 8AM AND 11AM

= MAINTENANCE ON CRUSHER AND

7-3-02 | 1PM-4PM
, SEVERAL CONVEYOR BELTS
7-4-02 DOWN 0 HOLIDAY

Rev. 10/17/06
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PRODUCTION LOG FOR CRUSHED STONE PLANTS
RECORDKEEPING REQUIREMENTS EXAMPLE
COMPANY NAME: .
NSR PERMIT #: PERMITTED PRODUCTION RATE:
PRODUCTION WATER USAGE COMMENT
Tons Of Material List water used on haul List any comment that would
Produced road and water to dust indicate why water was not used,
controls scheduled maintenance
TOTAL activities, or any problems with
DATE | START/STOP | TONS |TPH | ROAD control equipment

EQUIPMENT

Rev. 10/17/06




